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10RX9-766.5-X19-716 
 
This high performance notch filter handles co-site mitigation needs when 700 MHz Commercial 
Cellular and 700 MHz Public Safety systems share the same network.  Reactel manufactures a wide 
variety of Filters, Multiplexers and Multifunction Assemblies; please contact us with your 
requirements. 

    SSppeecciiffiiccaattiioonnss 

Lower Passband 698 – 757 MHz, minimum 

Upper Passband 776 – 894 MHz, minimum 

Insertion Loss ≤ 2.2 dB @ Passbands 

Return Loss ≥ 18 dB @ Passbands 

Attenuation ≥ 40 dB @ 763 – 775 MHz 

Power 50 W CW 

Connectors 7/16 Female in / out 

Size 
4.5” high x 6.5” wide x 18.0” long, nominal 

excluding connectors 
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Freq (MHz)
 698  706.9  715.8  724.7  733.6  742.5  751.4  760.3  769.2  778.1  787 

763-775 MHz Notch

  v    1  

1) 757 MHz

  v    1  

   -0.50443 dB

  v    2  

2) 763 MHz

  v    2  

   -60.53948 dB

  v    3  

3) 775 MHz

  v    3  

   -44.94658 dB
  v    4  

4) 776 MHz

  v    4  

   -2.01916 dB

DB[S11] DB[S21]  

 

Electrical Specifications: 
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